1.01

New 8 Ft. High Black Vinyl 6 Gauge Schedule 40 Dugout Gates

SCOPE OF WORK: Provide all labor, materials, equipment, fuel and other
incidental costs and supervision necessary to furnish, deliver and install Eight (8)
New Dugout gates, 8 FT high black vinyl coated, 6 gauge schedule 40 chain link
fence gates on fields 1, 2, 3 & 4 at the Minneola Athletic Complex- 1300 Fosgate
Rd. Minneola, FL 34715. All work and equipment shall be in strict compliance
with the latest codes, standards and practices.

Misc. Items to be noted:

The Contractors installation, when completed, shall match the
existing 8’ Black vinyl coated chain link fence on dugouts.

All fencing is to be installed as shown on attached plan.

One (1) Gate post required on Field #3 (See Photo #2), core
drilling and concrete as needed.

Fence details for 8 FT High Fencing:

8’ High Black Vinyl Coated 6 gauge-schedule 40 chain link fence is
Required. Steel Chart for schedule of sizes of members is as follows:
Height of fence-8'.

Diameter of gate posts- 2 %".

Corner, End & Gate post-3" diameter.

Depth of post into footing (line post & end / gate/ corner post) — 1'-8"
Diagonal Braces — V2" diameter.

Mesh to be placed on the outside of the fencing.

Tie wire, #6 W & M gauge aluminum ties @ 15”0.c. for rails & ties to
be 12" apart on posts. End of ties should be wound in a telegraph
twist 2 2 turns.

All gate hardware included in this RFQ.

1.02 FIELD CONDITIONS: Verify and coordinate all work to field locations and
dimensions.

3.1

INSTALLATION

A. Install furnishing in locations as indicated on the plans and details. Assure
that all furnishings are installed plumb and level and in accordance with the
plans and details.



3.2

3.3

ACCEPTANCE

A. The County will review each installation to determine compliance with plans
and specifications prior to final acceptance of the work.

B. Any work not installed in accordance with the plans and specifications and
rejected by the County shall be removed and replaced at the Contractor’s
expense.

CLEANING

A. Perform cleaning during installation of the work and upon completion of the
work. Remove from site all excess materials, soil, debris, and equipment.



TT0Z-S-¢T NV1d T¥N.LdIDONOD ‘
sabey bumeg Y. jied bog W punoibAe|d <. Uole)S 3sIIISXT J® 7 [reapasn-RInN 2P Y

*

(jeard£A1) Bunybiyyied - - uoissaduo) A< uoljined = woo sy i|¢

AdOl U.m d _ n_ dLis

Bunjied o

S SS

- jg:ﬂ Y (| | ot | 3445 |
i , E&ﬁﬂ.&mq g

Y P0dueH 30N

— | . 3
{1l o e e | L

. o

valruaonid

ALNNOD AV

v_m_<n_ ALINNWINOD 3XV1HLNOS

B
oY N~

Jﬁduqamﬂi Pigoll!



@_EN‘D, CORNER, & GATE POST CAP

SCALE: FULL SCALE

==

—

>0 O—n DT
DDz CO
;—F"IU'D
wl’"
m,

mc

»UTD WO

~— OO

m>ono M-
MmO ——

GATE
. POST

8 -2

| ATRREREE
ROUND — “

10

-;—.—-———2' SQ GATE

| 3

POST 0.D. VARIES

i — CHAIN LINK
/ FABRIC

"l—""‘ GATE POST

FRAME (TYP 4
SIDES)

- ,-{—— TENSION BAR

(TYP 4 SIDES)

N , CHAIN LINK FENCING TO
™ E— MATCH SURROUND ING
k! FENCING
; 4, I ALL JOINTS WELDED
S TO MAKE A %0LID
. S e FRAME
NS
! -".| | o
o gl s
L) 2
coal ]
el ) _
oL Lr
o f
LI'-2" |,

{3\ CHAIN LINK GATE DETAIL

5 e

FILE NAME: fence gate



e
-,

-

o

A e — i
. .

; e

= —

S

=: b Y

S=aes 252

|l'ltll!\ % -

l‘.!.ll = ‘.‘
i‘l\"’ Tt
l.\.....v

2 ...A'l

5 LS

5

s

a ey
'.'.‘_.’.‘h’r‘--.

P AAS

L

TS YA
aiﬂ
oy %
= - v““&v
——— ‘

0‘....‘

&
e
. g
Ke

Q\M\,,)




tod w«ﬁﬂ&.ﬁ@%
» ISR &
50

AN N v v e e e

SO Ve Vv
SRS TR

119039
KK

0800 293020200650

< |
&v"’.& Ve Y0 % %% Y60 tﬁoﬁ,mﬁ.ﬂ v B |
D06%68 0000000 eitek i taty = ¥ A f
Y-
\

ViV VAN SENGOIW PZOSUIER WL Wi . :
= R TN R < S BN N vl BY -
DL O PP N N ;
| r.\k’.v‘.. '0\.’;?,.*#..,. v
B R ERSAR N AN AN D> f
ENRR ol 02K RN \ € N
y o O 7,4 sz. A DS L 4‘
¢ 4 ”

DUCTS

PRO




SO
S

A

»
-

R
AR
.ﬁ.,v.....\.v o

2 g
v, 4 LN b o o
AT A 4 e L

)| T ——————l G /1
\ 4 B

)

) A.rr\r

v o & NN







